
[SPIRIT]
ELECTRONIC BREATHALYZER...
PRODUCT CARD

1 YEAR
OF FREE

CALIBRATION

365DAYS YEARS 
WARRANTY

MOUTHPIECES
INCLUDED

READABLE
SCREEN

NOTIFICATION
LED

POWER SUPPLY
2 x 1,5V (AA)

HIGH
QUALITY

MATERIALS
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[SAFETY]

[HIGH QUALITY PERFORMANCE]

[MEASUREMENT ACCURACY]
You may be sure of high
accuracy of measurement
in any situation 

Breathalyzer was created 
on the basis of high quality
plastics with shining panel.

   BLITZ SPIRIT IS A BREATHALYZER FOR THOSE LOOKING 
FOR A DEVICE WITH HIGH ACCURACY OF MEASUREMENT. 
HOUSING OF THE DEVICE WAS MADE ON THE BASIS OF 
NICE IN TOUCH PLASTICS. BEHIND THE SHINING PANEL 
THERE IS SCREEN INDICATING ALCOHOL CONCENTRATION 
AND DEVICE STATUS WARNING LIGHT...

X



[COMPLIMENTARY CALIBRATION]
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[SENSOR CALIBRATION]
Each user of    blitz Spirit

may obtain unpaid calibration
during the warranty period

in Xblitz Service Centre.

X

EACH BREATHALYZER    BLITZ SPIRIT IS COVERED BY A FULL YEAR OF
UNPAID CALIBRATIONS IN XBLITZ SERVICE CENTRE. PERIODIC CALIBRATIONS 
ALLOWS TO KEEP CORRECT MEASUREMENT... 

X
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[SIMPLE USAGE]
X

[SCREEN]

[STATUS CONTROLLER]

Each time it shows quantity
of tests already taken, 

heat-up time of the sensor,
commands and test result.

XBLITZ SPIRIT IS INCREDIBLY HANDY AND WHAT IS IMPORTANT 
- CHILDISHLY EASY IN USE. AFTER HOLDING „POWER ON” 
BUTTON FOR 40 SECONDS DEVICE IS READY TO TAKE A MEASURE...

Signals breathalyzer readiness 
to operate and device alerts.



[READY TO USE]
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ADDITIONAL
MOUTHPIECES INCLUDED5[ [ [BATTERIES INCLUDED]

   BLITZ SPIRIT IS MORE THAN JUST A BREATHALYZER.
THE SET CONTAINS ALL ESSENTIAL ACCESSORIES 
PROVIDING SMOOTH AND TROUBLE-FREE USAGE...

X

Thanks to the included 
batteries you may run 
the first test right after 
unpacking the device.
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[TECHNICAL DATA]
Model: blitz Spirit X

Sensor:                                                     

Accuracy:                                                  

Detection range:                                                 

Heat-up time:                                                       

Acceptable humidity:                                                    

Working temperature:

Storage temperature:

Calibration:

Dimensions:

Weight: 

Power supply:

Warranty:

Set contains:

Advanced semiconductor sensor

+- 0.008% BAC 

0.00 ~ 2.00‰

40 seconds

< 93%

0 ~ 50°C

0 ~ 50°C

Once per 6 months (or 500 measures)

123mm x 44mm x 19mm (mouthpiece excluded)

95g (with batteries and mouthpiece)

2x 1,5V AA alkaline battery

5 years

Xblitz Spirit x1, batteries x1 kpl,
mouthpieces x5, user’s manual x1


